
PRODUCT FEATURES
y�Ultrafast   Recovery  Time

y�Soft   Recovery  Characteristics

y�Low  Recovery  Loss

y�Low  Forward Voltage

y�High  Surge  Current  Capability

y�Low  Leakage  Current

y�Inversion Welder

y�Uninterruptible Power Supply

y�Plating Power Supply

y�Ultrasonic Cleaner and Welder

y�Converter & Chopper

MMF400S040DK2B
400V  400A  FRED  Module
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ABSOLUTE MAXIMUM RATINGS                                                     T C =25°C unless otherwise specified
Symbol Parameter/Test Conditions Values
VR Maximum D.C. Reverse Voltage

400 V
VRRM Maximum Repetitive Reverse Voltage
IF(AV) Average Forward Current TC=80°C, Per Diode 400

A
IF(RMS) RMS Forward Current TC=80℃, Per Diode 560

IFSM
Non Repetitive Surge  Forward
Current

TJ=45℃,t=10ms,Sine,peak value 2800
TJ=45℃,t=8.3ms,Sine,peak value 3080

I2t For Fusing
TJ=45℃,t=10ms,Sine,peak value 39.2

KA2STJ=45℃,t=8.3ms,Sine,peak value 39.3
PD Power Dissipation 1250
TJ Junction Temperature -40  to  +150
TJ

-40  to  2550TJ

JJM6(J)Tj
/6T5 1 T451855 0 9 T<02c5>J
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thJC Junction to Case Thermal Resistance(Per Diode ) 0.1
Weight 160
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